
Tabletop type paper drills (Professional use)

VS-200

For printing factory, bindery and in-house printing
Compact tabletop type saves the working space.

High speed motor provides smooth and accurate drilling.  

D-5 is 1-spindle, table fixing type with Universal pitch bar.  

VS-200 is 2-spindle, table moving type with pre-

programmed pitch bar.  

Model VS-200

Type Desktop

Drilling system Manual

Number of  head 2

Head distance 40 - 142.5mm / 1.58" - 5.61" 

Operation Manual

Stroke speed Manual

Spindle rotating speed Fixed

Drill bit height adjustment Manually by standard tool (5mm)

Maximum drilling thickness 50mm / 1.96" 

Drilling diameter 2 - 13mm 

Paper carriage Manual(Table Moving)

Back margin 5 - 60mm / 0.19" - 2.37"

Drilling pattern Pre-programmed pitch bar

Table size 540(W)x310(D)mm/"21.3(W)x21.2"(D)

Dimensions 570(W)x735(D)x930(H)mm/22.5"(W)x29"(D)x36.2"(H)

Power source 110, 115, 220 - 240 VAC (Single phase), 50 or 60Hz

Power consumption 300W

Net weight 65kgs/144lbs

Safety standard -

Specifications

Specifications are subject to change without notice.


